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Pneumatic Brake Pin &
Bushing Driver Kit

Made in USA

Applications:
• Used to remove Anchor Pins and install Bushings which anchor 
  the Brake Shoe to the Back Plate
• Ideal for Trucks, Trailers and Buses with weights ranging between 
  16,000 lbs. to 30,000 lbs. 

Advantages:
• Reduces removal and installation 
  time by 60% to 70%!
• Eliminates having to heat (torch) 
  seized pins and bushings during 
  the removal process

Advantages:
• 14” extended reach eliminates hub removal
• Extended pilot on bushing driver keeps 
  bushing straight while driving through hollow 
  spider type assemblies

Brake pin and bushing driver set. Consists 
of one each A1114 and A1115

Ajax No. A1166 (.401 Shank)

Brake pin bushing and  driver set. Consists 
of one each A956 and A957

Ajax No. A954 (.498 Shank)

Brake pin and bushing driver 
extended reach set 14” O.A.L. 
Consists of one each A980 
and A981.

Ajax No. A979 (.498 Shank)

Brake pin and bushing driver 
extended reach set 14" O.A.L. 
Consist of one each A1117 
and A1118.

Ajax No. A1176 (.401 Shank)

*Note: Overall lengh of drivers is 10-1/4”
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Truck Shop Tool Accessories
These .498 Shank Tool Accessories �t the Chicago Pneumatic model 717 
heavy duty air hammer and all other .498 Shank Air Hammers.

Ajax No. 955 .498 Shank 1-1/5” wide o�set scraper 7”

Ajax No. 963 .498 Shank 5/8” diameter punch 7”

Ajax No. 964 .498 Shank bushing splitter 7”

Ajax No. 965 .498 Shank universal joint & tie 
              rod tool 4-1/4

Ajax No. 967 .498 Shank 1” diameter hammer 4-1/4

Ajax No. 968-1 .498 Shank ball joint & tie rod 
              separator 1” opening

Ajax No. 968 .498 Shank ball joint & tie rod 
              separator 1-1/4” opening

Ajax No. 959 .498 Shank double bladed panel cutter 6-7/8”

Ajax No. 960 .498 Shank 5/8” wide chisel 7”

Ajax No. 960-1-1/2 .498 Shank 1-1/2” wide chisel 9”

Ajax No. 960-12 .498 Shank 5/8” wide chisel 12”

Ajax No. 960-18 .498 Shank 5/8” wide chisel 18”

Ajax No. 963-18 .498 Shank 5/8” diameter punch 18”

Ajax No. 961 .498 Shank Tapered Punch

Ajax No. 962 .498 Shank rivet cutter

Ajax No. 3200-3 Ajax quick change retainer 
for Chicago Pneumatic Tool model 717 
heavy duty air hammer
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